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KRASOflex® Joint Plate ZVB

Application areas

KRASOflex® Joint Plate ZVB for the sealing of construction joints and 
controlled crack joints.

Technical details

	+ Cement-composite plate with general building authority test 
certificate (abP)

	+ System solution for in-situ concrete and precast walls

	+ Installation independent of weather and season!

	+ For installation on the upper reinforcement layer – only 3 cm 
integration in the first concreting step

	+ Building material class E according to DIN EN 13501-1 

Test

	+ DafStB waterproof concrete guideline: stress class 1 + 2

	+ General building authority test certificate P-14484/24-742  
(tested up to 5 bar, authorised according to abP up to 2 bar)

	+ Drinking water approval - tested according to DVGW work sheet  
W 347 and 270

Material

Plate Galvanised steel plate

Coating Double-sided, red, mineral-flexible 
coating
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KRASOflex® Joint Plate ZVB

Characteristics

Type Delivery Length (mm) Width (mm) Minimum thickness 
joint plate (mm)

Thickness coating 
(mm)

Weight (kg / 
running metre)

Item no.

KRASOflex®
  

Joint Plate ZVB
100 2000 100 0.69 ≥ 0.15 per side approx. 0.62 KFLEXZVB100

150 2000 150 0.69 ≥ 0.15 per side approx. 0.93 KFLEXZVB150

Tolerance range according to general building authority test certificate P-14484/24-742

Storage Processing

Dry, frost-free, protected from UV radiation, dirt and damage. According to general building authority test certificate,  
follow installation and usage instructions.
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