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KRASO® Swan Neck 
Installation instructions
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KRASO® Swan Neck  Installation instructions KRASO® Swan Neck  Installation instructions
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1.1. Place KRASO® Swan Neck on the opening in the flat roof. 

1.2. Drill through holes, then place EPDM foot seal underneath. 

1.3. Fasten the flange with nail dowels.

1.4. Mark a 15 cm surrounding foil flange on the steel. Apply KRASO® PU 50 in a circle.

1.5.
Spread KRASO® PU 50 over the entire surface using a serrated spatula. Loosen the securing rub-
ber and spread out the foil flange. Press the foil flange evenly from the inside to the outside using 
the pressure roller.

1.6.
Tighten the Torque Control Nuts KRASO® DKM crosswise step by step until the “CLICK“ sound is 
heard. No torque wrench required for the KRASO® DKM.

1.7.
Apply the welding sheet according to the manufacturer’s instructions.
Attention: only heat the welding sheet!

Installation situation with a second sealing layer:

1.8. Lay insulation.

1.9. Mark a foil flange 30 cm surrounding from the steel. Apply KRASO® PU 50 in a circle.

1.10.
Spread KRASO® PU 50 over the entire surface using a serrated spatula. Loosen the securing rub-
ber and spread out the foil flange. Press the foil flange evenly from the inside to the outside using 
the pressure roller.

1.11.
Tighten the Torque Control Nuts KRASO® DKM crosswise step by step until the “CLICK“ sound is 
heard. No torque wrench required for the KRASO® DKM.

1.12. Apply the roof sealing sheeting according to the manufacturer’s instructions.

KRASO® Swan Neck 
Flat roof penetration for installation of cables using KRASO® Sealing Insert Universal Multiple - split - (not 
included in the scope of supply), integration in the roof sealing sheeting using KRASO® Foil Clamping Flange 
Type FKF.
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