
KRASO® Cable Penetration KDS 150 FL/ZE double wall penetration - DIN 18533 W2.2 -E: high impact of pressing water (water column ≥ 3 metres)

Pipe InternalDiameter ID 155

Available standard wall thicknesses in cm 15 · 17.5 · 20 · 24 · 25 · 30 · 35 · 36.5 · 40 · 45 · 50

Dimensions fixed-flange Dimensions a x b 577 mm - t = 10 mm

Dimensions loose-flange Dimensions a x b 567 mm - t = 10 mm

KRASO® KDS 150 FL/ZE double wall penetration  
- non-corrosive stainless steel V2A -

1,251 €

EPDM supplement (2 pcs.) 69 €

KRASO® KDS 150 FL/ZE double wall penetration 
with special coating - non-corrosive stainless steel V2A - 1,325 €

KRASO® Cable Penetration KDS 150 FL/ZE double wall penetration - DIN 18533 W1 -E: soil moisture and non-pressing water

Pipe InternalDiameter ID 155

Available standard wall thicknesses in cm 15 • 17.5 • 20 • 24 • 25 • 30 • 35 • 36.5 • 40 • 45 • 50

Dimensions fixed-flange Dimensions a x b 397 mm - t = 6 mm

Dimensions loose-flange Dimensions a x b 387 mm - t = 6 mm

KRASO® KDS 150 FL/ZE double wall penetration
- non-corrosive stainless steel V2A - 898 €

EPDM supplement (2 pcs.) 50 €

KRASO® KDS 150 FL/ZE double wall penetration 
with special coating - non-corrosive stainless steel V2A - 966 €
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KRASO® Cable Penetration KDS 150 double wall penetration - 45 degrees - 
with pre-installed clamps and styrofoam holders for installation at an angle of 45°| DafStB waterproof concrete guideline: stress class 1 + 2

Prices on request! Weitere Neigungswinkel möglich!

KRASO® Cable Penetration KDS 150 FL/ZE double wall penetration   
cable penetration KDS 150 FL/ZE double wall penetration, with fixed-loose flange and exterior protrusion flange FDS 150 for concreting, for  
installation of media pipes using KRASO® System Sealing Inserts KDS 150 (not included in the scope of supply) or for connection of KRASO® KDS 
150 Accessories (e.g. system cover) with bayonet fitting, made of non-corrosive stainless steel V2A, one side with water pressure tight surrounding 
KRASO® 2 Seal, for buildings with exterior sealing (“black tank”) against pressing / non-pressing water according to DIN 18533. Available in non-
corrosive stainless steel V2A or with special coating | DIN 18533 W1 -E and W2.2 -E

Scope of supply: KRASO® Cable Penetration KDS 150 FL/ZE double wall penetration, with fixed-loose flange and exterior KRASO® Protrusion 
Flange FDS 150, 2 KDS 150 closure covers, adhesive and sealant KRASO® PU 50

Further wall thicknesses available on request! Also available in V4A! Also available as formed packages!

insideoutside

KRASO® Cable Penetration KDS 150 FL/ZA  
as multiple wall penetration - with fixed-loose flange and 
exterior Protrusion Flange FDS 150, for dowel-fixing  
(special design)
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https://www.kraso.de/en/kraso-cable-penetration-kds-150-double-wall-penetration-45-degrees/KKDSBPS45
https://www.kraso.de/en/kraso-cable-penetration-kds-150-fl-ze-double-wall-penetration/KKDS150FLZEDD150

