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KRASO® Plastic Flange Plate
Type KFP - Foil Flange

3 W1-E
W2.1-E
bar FLANGE

NEW BUILDING W

REHABILITATION 1 +2

KRASOP® Plastic Flange Plate Type KFP
The flange plate made of high-strength special plastic

+ Due to changes in the groundwater level the rehabilitation of old buildings and the sealing of basements become
necessary from time to time. Existing pipes and cables should also be sealed using the latest technology.

The sealing of the media lines inside the plastic flange plate is completed by using a sealing insert.
DafStB waterproof concrete guideline: stress class 1 + 2, with foil flange DIN 18533 W1 -E and W2.1 -E

KRASO® Plastic Flange Plate Type KFP

for installation of pipes or cables using a sealing insert (not included in the scope of supply), no core drilling required, EPDM flat seal,
ID = InternalDiameter | DafStB waterproof concrete guideline: stress class 1 + 2, with foil flange DIN 18533 W1 -E and W2.1 -E

Item KRASO® Type KFP « KRASO® Type KFP - Foil Flange

InternalDiameter ID 80 100 125 150 200 250 300

max. external diameter pipe or cable

from ... to .. in mm 0-55 0-75 0-100 0-125 0-175 0-225 0-275

Plate size approx. in mm d =240 d =260 d =285 d=310 d =360 d=410 d =460

KRASOP® Plastic Flange Plate Type KFP 259 € 268 € 288 € 302 € 349 € 398 € 439 €
. -

!‘:)‘i‘ls:an'::“'c Flange Plate Type KFP 325¢€ 334¢€ 360 € 378¢€ 438 € 496 € 548 €
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Scope of supply: KRASO® Plastic Flange Plate Type KFP or KRASO® Plastic Flange Plate Type KFP - Foil Flange, EPDM flat seal to the component
and fixing material, adhesive and sealant KRASO® PU 50

Further sizes and diameters available on request!

KRASO® KFP Installation Kit

suitable for KRASO® Plastic Flange Plate Type KFP: KRASO® Torque Wrench,
socket wrench insert 8, @ 19 mm nut, cartridge pressing pistol, blower for drilled holes
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https://www.kraso.de/en/kraso-plastic-flange-plate-type-kfp/KKFP0801
https://www.kraso.de/en/kraso-plastic-flange-plate-type-kfp/KKFP0801



