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Type / Item KRASO® Universal Funnel

Pipe: diameter DN 110

KRASO® Universal Funnel 53 €

KRASO® Stainless Steel Clamping Flange 70 €

KRASO® Universal Funnel
Check the installation video 
(just scan the QR code!)

KRASO® Universal Funnel
The floor penetration for more flexibility
+ KRASO® 4 Seal – MPA-tested up to 10 bar! 
+ IAF-tested: radon-tight!
+ Break-resistant solid wall material, KG 2000 system compatible
+ Displaced fall pipes can be corrected easily up to 45 degrees! 
+ Integrated plug-in sleeve with diameter DN 110 and threefold reinforced lip ring 
+ Surrounding connection flange with textured surface
+ Optionally available: screwable stainless steel clamping flange for fixed-loose flange construction
+ Easy installation: ready-to-use, lugs, including walkable building period protective cover
+ DafStB waterproof concrete guideline: stress class 1 + 2, DIN 18533 W1-E

KRASO® Universal Funnel LG 1

for the installation in waterproof concrete base plates for the connection of displaced KG/HT pipes and for the connection to KG/KG 2000 lines, 
with one-sided spigot, walkable building period protective cover. Optionally available: screwable KRASO® Stainless Steel Clamping Flange for the 
connection to non-adhesive foils | DafStB waterproof concrete guideline: stress class 1 + 2

Scope of supply: KRASO® Universal Funnel, walkable building period protective cover, additional protective cover  
Optionally available: KRASO® Stainless Steel Clamping Flange
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